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COLUMBIAN MACHINISTS VISES AND CAPS 


Malleable Iron — Finest Quality — Unbreakable — Add Accuracy in the Too! Shop 
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Combines accuracy with greater strength and longer service—outstanding features provide quality and economy. 
Malleable iron castings insure maximum working strength and shock resistance, are absolutely guaranteed unbreakable. 


ry screw ei hg aa iron nut properly designed and supported in rigid alignment to provide maximum gripping power and reduce wear on both 
e screw and nut. : 


Steel balls on both ends of the handle forged from the handle stock itself, cannot come loose. 


Hardened tool steel jaw faces, “T” section design for tongue-and-groove fitting, pinned into the castings cannot come loose in use but may be 
replaced if chipped or worn. Provides a sol’d gripping surface without screw holes or screw heads in the working face. Adaptability of the ‘ 2% 
section design offers an opportunity to equip standard Columbian Machinists’ Vises with smooth jaw faces or special jaw faces for the requirements 


of outstanding industries. 
STATIONARY BASE 


Stationary Base Mfrs. Width Jaws - Weight 
The most popular type of vise for Vise List, Jaw Open Pounds 
general use. Flat machined base Nos. | Each Inches Inches Approx. Each 
makes it unnecessary to cut into M-503 $20.00 3 4% 20 $20.00 
the bench for installation. Re- M-503% 22.50 31% 5% 29 22.50 
placeable tool steel jaw faces, M-504 25.50 4 6 36 25.50 
pinned on, cover the entire grip- M-5041% 31.00 4, 7. 47 31.00 
ping surface of the jaws—accu- "9 . 58 40.00 
rately machined and heat treated. M-505 40.00 5 8 
Machined to limit gauges and M-506 78.00 6 10 90 78.00 
carefully finished. M-508 £150.00 8 12 150 150.00 
SWIVEL BASE 
Swivel Base Mfrs. Width Jaws Weight 
Effective swivel base allows this Vise List, Jaw Open Pounds 
vise to be swung quickly and Nos. Each Inches Inches Approx. Each 
clamped in any desired position. M-603 $26.00 3 4% 25 $26.00 
Steel clamping nut operates a M-6031% 30.00 3% 5% 34 30.00 
forged steel bolt equipped with M-604 34.00 4 6 42 34.00 
teeth which mesh into the gear- M-604% 40.00 4, 7 55 40.00 
like corrugations in the bench M-605 60.00 5 8 70 60.00 
plate to form a positive lock. The M-606 104.00 6 10 106 104.00 
advantage of holding work at any o ' 9 170 196.00 
convenient angle is appreciated M-608 » £196.00 8 : 7 : 
by users. Sizes larger than 5 ADJUSTABLE JAW—SWIVEL BASE 
inches are fitted with two swivel Mfrs. Width Jaws Weight 
clamping nuts. Vise List, Jaw Open Pounds 
Nos. Each Inches Inches Approx. Each 
- M-403%4 $40.00 3% 5 35 $40.00 
Adjustable Jaw, M-404% 56.00 44% 6 57 56.00 
Swivel Base M-406 + 120.00 6 9 120 120.00 
Both adjustable jaw and swivel COMBINATION PIPE—SWIVEL BASE 
base makes it adapted for a wide Width Jaws Holds Weight 
range of work. Practically indis- Vise Jaw Open Pipe Pounds 
a oo r hres gems Nos. Each Inches Inches Inches Approx. Each 
type positive locking swivel base. ae gree rr : % : mt a ere 
Sizes larger than 5 inches fitted ~20474 2 % to 3% 6 8.00 
with two swivel clamping nuts. M-205 + 76.00 5 6 % to 4% 93 76.00 
M-206 + 120.00 6 10 % to6 160 120.00 


Removable Pipe Jaws, 


Swivel face Brass Jaw Caps 


F f i 
Added convenience of removable or soft materials 


pipe jaws. The three tool steel 
pipe jaws are interchangeable 
and: each made with two work- 
ing ends. Pipe jaws designed to 
hold full range of sizes but do 


Carefully designed to fit snugly 
over knurled steel faces of jaws 
to prevent marring soft mate- 
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eal not interfere with other work ‘to rials. 
ae ne hages “ei a gad ge he Baie ? 
Bet Seeeneny ah ene Jaws 10 -'1:-: sow Width, Enehes ee 4 4% 5 6 
secure correct hardness and mieadeatti Dr ieee eam 
toughness: insures long service. Per Pair Reuter aartes vers 3 tue oreo anor aia + $3.00. + 3.60 $4.20 + 5.00 + 6.20 £ 10.00 


Retail prices quoted above are those found to be prevailing in the Cleveland area. Freight to destination should be added. 
= Goods marked thus (*f) are not carried in stock and can be furnished only by shipment direct from factory. 





Columbian Hydraulic Action Vises 





Simple Two-Pedal Foot Control Leaves Both 
ands Free for Every Vise Operation 


Saves Time—With both hands working, vise op- 
erators insert, grip, and release parts in less 
time with less effort. Use both hands to position 
more than one piece accurately. 

Saves Manpower—Every operator can use both 

hands to lift heavy parts or awkward assemblies 

and to remove such work with ease and safety. 

Speeds Up Production—On bench production it 

eliminates waste motions and lost time. se 

control is adjustable so that any production wor 
is gripped and held with a single power stroke. 

Dependable Power Control — Light castings and 

finished surfaces can be gripped without crush- 

ing or marring. Pressure capacity of tons will 
hold tough jobs. Tested valves and high pres- 
sure a guarantee holding power, 

Positive Release—Heavy coil springs of chrome- 

vanadium steel insure positive release and auto- 

matic opening to any desired position. 

Hydraulic Vise Mechanism, protected inside the 

vise from dirt and damage, operates moving front 

jaw for greatest usefulness and operator con- 
venience. 

Anvil Back Jaw, with extra long bearing surfaces, 
rotects machined beam of moving front jaw 
o insure smooth, positive action. 

Swivel Base is locked by forged steel “wedge- 

gear” bolt at most convenient position. Base of 

vise is mounted to bench in conventional, simple 
manner. 

Malleable Iron Castings for front jaw, back jaw, 

and swivel base are specifically designed and 

precision machined for efficient hydraulic opera- 
tion—guaranteed unbreakable. 

Hardened Tool Steel Jaws, Columbian “T” sec- 

tion design, will not come loose in use but may 

be replaced if gripping surface is worn. 

Intake Valve opens on up-stroke of pistons to 

admit oil from reservoir. Main Check Valve opens 

on down-stroke of power pedal to pass oil through 
hose to vise cylinder and operating ram. Speed 

Piston is operated on lower stroke of power 

pedal (adjusting stroke) to close vise jaws 

quickly to desired gripping “ngir een Power 

Piston is operated on upper stroke of power pedal 

(power stroke) to develop full range of pressures 

for gripping and holding work. Safety Relief 

Valve sealed after factory adjustment and 

limits pressure to rated capacity. High Pressure 

Packings, rubber compound “O” rings plus pro- 

tective leather “back-up” washers, are factory 

and service tested to hold maximum pressure. 

Felt Wiper Ring lubricates operating ram and 
revents dirt from damaging ram and packing. 
ise Cylinder Assemblies are designed of 

chrome-molybdenum steel for more than double 
strength and are proof tested at one and one- 
half times maximum operating pressure. Re- 
lease Valve is operated by foot release pedal to 
open vise and return oil to reservoir. Vise jaws 
continue to open as long as release pedal is de- 
pressed. Automatic opening can be controlled 
to any desired position within jaw opening capa- 
city of vise. 

Jaw width 3% inches. Jaw depth 3% inches. 

Jaw openings 6 inches. Maximum hydraulic 

pressure P.S.I., 6000 lbs. Jaw pressure 3600 Ibs. 

Vise closing speed, % inches per stroke. Vise 

opening speed, 3 seconds (full vise opening). Net 

weight 78 lbs. 


M-100344 __.___----Each $195.00 
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Columbian Hydraulic Vise Parts 
and Equipment 


JAW FACE BLANKS 


Columbian a Si 
section tool steel 
set with machined 
tongue, drilled 
holes, and dowel 
pins can be used 
for making special 
jaw faces to hold 
irregular shaped 
production work. 
Hardening in- 
structions fur- 
nished. 


1. Jaw Face Blanks... Each $5.00 








BRASS JAW CAPS 


To fit securely 
over jaws and 
cover knurled steel 
faces, will prevent 
murring soft 
pieces or finished 
surfaces. 





Brass Jaw Caps _._____. For Price see Page 230 


ADJUSTABLE STOPS 
For production work where precise jaw opening 
control is desired. Can be set to release work 
with minimum opening so that duplicate parts 
will be gripped with single power pedal stroke. 


Adjustable Stop__..__ Each $7.50 


Note: Adjustable Stop is illustrated at bottom of 
cut showing vise. 


Columbian Woodcraft Vises 





An ideal home shop work bench vise and is de- 
signed to meet the need for a well-made wood- 
worker’s vise in a moderate price range. Close 
grained grey iron castings provide strong front 
and back jaws. Steel guide rods keep the jaws 
in alignment, and machine screw insures positive 
free action. Adjustable dog is provided in the 
front jaw—also screw holes for attaching wood 
faces. Will fit any bench up to 2% inches with- 
out mortising. 


Size of jaw 3x6 ins. Jaw opening 7ins. Approxi- 
mate weight 10 lbs. 


Spat deal San oo sam ee Mfrs. List Each $7.50 
Two in a carton. 





Designed and built to be an ideal vise for the 
home shop work bench. Well made and in a 
moderate price range. 


Strong front and back jaws. Steel guide rods 
keep the jaws in alignment, and machine cut 
screw insures positive free action. Screw holes 
for attaching wood faces. Will fit any bench up 
to 2% inches without mortising. 

Jaw size 3x6 ins. Jaw opening 7 ins. Approximate 
weight 10 lbs. 


WE ae ee! Mfrs. List Each $5.50 
Two in a carton. 
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Columbian Woodworkers’ Vises 


PLAIN FRONT JAW OR DOG IN 
FRONT JAW 
Continuous Screw 


Designed for general service in woodworking 
and manual training shops. Heavy steel screw, 
made with double, fast running threads, gives 
maximum speed and positive action. Steel guide 
rods working through accurately machined 
guider keep jaws in alignment. 





Wood Handle 


Jaw 
Mfrs. Jaw Open- Appr. 
Vise List, Size, ing Wt., 
Nos. Each Ins. Ins. Lbs. Each 
Plain Front Jaw 
M-5C $16.00 4x7 9 22 $16.00 
M-3C + 19.00 4x10 12 30 19.00 © 
Dog in Front Jaw 
M-5CD $17.00 4x7 8) 23 $17.00 
M-3CD + 20.00 4x10 12 31 20.00 





Adjustable Steel Handle 


The adjustable steel handle increases the speed 
of operation of the standard continuous screw | 
vise without sacrificing the advantages of simple 
fool-proof construction. 

This handle is held in any desired position by 
a tension spring in the head. With the handle 
centered, speed comparable to a rapid-acting vise 
is possible, while extension of the handle gives 
leverage necessary to tighten the vise. 


Jaw 
Mfrs. Jaw Open- Appr. 
Vise List, Size, ing Wt., 
Nos. Each Ins. Ins. Lbs. Each 
Plain Front Jaw 
M-5C-S + $17.00 4x7 9 24 $17.00 
M-3C-S + 20.00 4x10 12 32 20.00 
Dog in Front Jaw 
M-5CD-S + $18.00 4x7 9 25 $18.00 
M-3CD-S 21.00 4x10 12 33 21.00 





RAPID ACTING 
Designed for production work and wherever time 


saving is important. Intercepted thread screw 
operating in a half nut provides a simple and 
efficient quick acting mechanism. 


Jaw 
Mfrs. Jaw Open- Appr. 
Vise List, Size, ing Wt., 
Nos. Each Ins. Ins. Lbs. Each 
Plain Front Jaw 
M-1R $18.00 4x7 9 24 $18.00 
M-9R 21.00 4x10 12 32 21.00 
Dog in Front Jaw 
M-1RD + $19.00 4x7 9 25 $19.00 
M-9RD 22.00 4x10 12 33 22.00 


+ Goods marked thus (+) are not carried in stock and can be furnished only by shipment direct from factory. 
Retail prices quoted above are those found te be prevailing in the Cleveland area. Freight to destination should be added. 
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Columbian Bench Vises 

Ideal For Your Home Tool Bench 
Attractively finished in red enamel with polished jaws and anvil. 

POPULAR SIZES — POPULAR PRICES 
Full Featured Reinforcing ribs on front and back jaws. 
—— working face on well supported anvil-rounded anvil 
orn. 

Square shank, non-turning, tempered steel, cut-off tool fits 
square hole in anvil. 
Chrome-nickel alloy replaceable pipe jaws designed to hold 
smallest round pieces. 
Replaceable, heat-treated, steel jaw faces. 
Heavy steel sliding bar. 
Cold rolled steel screw and handle—ball ends forged from 
handle stock itself. 
Collar positively locked into main screw—to assure opening 
of vise without slipping. 
Swivel Base with standard machinists’ type lock nut. 





Jaw Jaw Pipe Approx. 
Width, Opening, Capacity, Weight, Per 
Nos. Each Inches’ Inches Inches Lbs. case 
C43 $7.00 3 3% 0—1% 14 6 
C43% 8.50 3% 4 0—1% 17 6 
C44 12.00 4 4% 0—2 30 3 


One in a carton. 





Columbia Workshop Vises 
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Compact e Sturdy © Low Cost @ High Quality 
Strong balanced castings. Well supported anvil 
back jaw. Heavy steel beam. Wide polished jaws. 





ENGINEERED for STRENGTH— 
For ACCURACY—For LONG LIFE 
and GREATEST USEFULNESS 


Heavy built-in pipe jaws. 

Steel locking device for swivel base. Cold rolled 
steel screw. Slip-proof screw collar. Forged ball 
ends on handle. 

Width of jaws 3% ins. Jaws open 3% ins. Holds 
pipe % to 1% ins. Weight 13 Ibs. 


cat, SR Mia) Flt a Teeatics Pa + The FAR RL 2 Each $5.50 


One in a carton. 


Columbia “Pennypincher’’ 
Bench Vises 





Stationary Base 


A low priced vise for the Home, Workshop or 
Garage. 

Features: Ample anvil surface. ‘Tri-grip pipe 
jaws. Steel sliding beam, %-inch diameter 
screw with 4% pitch Acme thread and positive 
locking collar. Forged steel handle. Stationary 
base. Finished in bright red enamel with pol- 
ished jaws and handle. Jaws open 3 inches. 
Width of jaws 3% inches. Approximate weight 
9 pounds. 


Oe i CE ees _Each $4.00 
One in a carton; six in a shipping carton. 


Welded steel front and back jaws. Heat treated 
steel jaw faces which are replaceable. Forged 
steel screw and handle. Malleable base. Attrac- 
tively finished in red enamel with polished jaws, 
top, screw and handles. Width of jaws, 4 ins; 
jaw opening 5 ins. Approximate weight 25 Ibs. 


804 Each $16.00 


One in a carton. 


Harcliff Home and Garage Vises 





Excellent for Home, Workshop or Garage. Made 
of the finest semi-steels and steel. Vises are of 
proper alignment, durable, strong and made for 
ease of operation. Machined parts are of preci- 
sion ag amin by skilled craftsmen. Finished 
with the finest blue lacquer. 


Width Jaws Approx. 
of Jaws Open Weight, 
No. Each Ins. Ins. Lbs. 
1 $3.00 2% 2% 4y, 
2 4.50 3% 3% 8% 


One in a carton. 


hose found to be prevailing in the Cleveland area. Freight to destination should be added. 





